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Transmit 
(receive) 

(MHz) 

Receive 
(transmit) 

(MHz) 

12807.5 13032.5 
12812.5 13037.5 
12817.5 13042.5 
12822.5 13047.5 
12827.5 13052.5 
12832.5 13057.5 
12837.5 13062.5 
12842.5 13067.5 
12847.5 13072.5 
12852.5 13077.5 
12857.5 13082.5 
12862.5 13087.5 
12867.5 13092.5 
12872.5 13097.5 
12877.5 13102.5 
12882.5 13107.5 
12887.5 13112.5 
12892.5 13117.5 
12897.5 13122.5 
12902.5 13127.5 
12907.5 13132.5 
12912.5 13137.5 
12917.5 13142.5 
12922.5 13147.5 

(ii) 8.33 MHz bandwidth channels: 

Transmit 
(receive) 

(MHz) 

Receive 
(transmit) 

(MHz) 

12704.165 12929.165 
12712.495 12937.495 
12720.825 12945.825 
12729.155 12954.155 
12737.485 12962.485 
12745.815 12970.815 
12754.145 12979.145 
12762.475 12987.475 
12770.805 12995.805 
12779.135 13004.135 
12787.465 13012.465 
12795.795 13020.795 
12804.125 13029.125 
12812.455 13037.455 
12820.785 13045.785 
12829.115 13054.115 
12837.445 13062.445 
12845.775 13070.775 
12854.105 13079.105 
12862.435 13087.435 
12870.765 13095.765 
12879.095 13104.095 
12887.425 13112.425 
12895.755 13120.755 
12904.085 13129.085 
12912.415 13137.415 

(iii) 12.5 MHz bandwidth channels: 

Transmit 
(receive) 

(MHz) 

Receive 
(transmit) 

(MHz) 

12706.25 12931.25 
12718.75 12943.75 
12731.25 12956.25 
12743.75 12968.75 
12756.25 12981.25 
12768.75 12993.75 
12781.25 13006.25 
12793.75 13018.75 

Transmit 
(receive) 

(MHz) 

Receive 
(transmit) 

(MHz) 

12806.25 13031.25 
12818.75 13043.75 
12831.25 13056.25 
12843.75 13068.75 
12856.25 13081.25 
12868.75 13093.75 
12881.25 13106.25 
12893.75 13118.75 
12906.25 13131.25 
12918.75 13143.75 

(iv) 25 MHz bandwidth channels: 

Transmit 
(receive) 

(MHz) 

Receive 
(transmit) 

(MHz) 

12712.5 12937.5 
12737.5 12962.5 
12762.5 12987.5 
12787.5 13012.5 
12812.5 13037.5 
12837.5 13062.5 
12862.5 13087.5 
12887.5 13112.5 
12912.5 13137.5 

(v) 50 MHz bandwidth channels: 

Transmit 
(receive) 

(MHz) 

Receive 
(transmit) 

(MHz) 

12725 12925 
12775 12975 
12825 13025 
12875 13075 

* * * * * 

§ 101.149 Special requirements for op-
eration in the band 38,600–40,000 
MHz 

Assigned frequency channels in the 
band 38,600–40,000 MHz may be sub-
divided and used anywhere in the au-
thorized service area, subject to the 
following terms and conditions: 

(a) No interference may be caused to 
a previously existing station operating 
in another authorized service area; 

(b) Each operating station must have 
posted a copy of the service area au-
thorization; and 

(c) The antenna structure height em-
ployed at any location may not exceed 
the criteria set forth in § 17.7 of this 
chapter unless, in each instance, au-
thorization for use of a specific max-
imum antenna structure for each loca-
tion has been obtained from the FAA 
prior to the erection of the antenna. 
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